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This hook gripper is designed for quick and 
easy suspension, ideal for hanging artwork, 
framed pieces, and decorative items in  
galleries, exhibitions, or residential settings. 
Featuring surface knurls, it offers a textured 
appearance that enhances its visual appeal.

	

Similar product: 9-38E on page 16.	
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Special gripper

Applications

Art. no. A mm B mm C mm D mm Wire Ø

9-39J 42 Ø10 13 6.1 1.0-1.8
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A spiral spring to be assembled into porous 
materials such as acoustic panels making an 
anchor point for wire suspension. By screwing 
it into the panel by hand, you establish a  
reliable anchor point for suspension.

For a quick and reliable setup, we recommend 
combining the spiral spring 849-S002 with 
the hook gripper 9-38E.

Art. no. A mm B mm C mm D mm

849-S002 43 16 Ø2 Ø24
A
	

D
	

C
	

B
	

Spiral spring

Applications



25Technical Manual

T95	
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A toggle with a slit is a practical solution  
for securing wire to a flat surface. Whether  
fastening to the ceiling or directly to a product, 
only a small hole is needed to create a reliable 
suspension point. It is also frequently used as 
an anchor for safety wires when required.  
The toggle is designed to be used with a wire 
featuring a stopper ending.
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Grid ceiling clips

A
	

B
	

CD
	

C	

Clips are designed for suspension from grid  
ceilings. They attach directly to the profiles with 
a quick, one-hand motion, making installation 
fast and simple. Our clips fit two different  
widths, 15 mm and 24 mm, named T15 and T24. 
The clips are available in a variety of threads 
and configurations to suit any application.

32SM5L5 with 
412M5D9BL25 
and T2 wire

32SM5LX
and T3 wire
	

32SD4L30J

	

Applications

Art. no. A mm B mm C mm D mm Profile

32SM5L5 27 41 5 M5 T24

32SM6L7 27 41 7 M6 T24

32SD4L30J 27 41 30 - T24

32SM5LX 27 41 - - T24

31SM5L5 18 41 5 M5 T15

31SM6L7 18 41 7 M6 T15

31SD4L30J 18 41 30 - T15

31SH 18 41 - - T15
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The loop terminals make it easy to create  
loops on wires using only a hex key or a  
standard screwdriver. Simply pull the wire 
through the terminal, pass it through the hole 
of the object to be suspended, and feed it 
back through the terminal. Ensure the wire 
protrudes at least 25 mm before  
tightening the screws for a safe and reliable 
connection.
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The loop grippers are designed for fast and 
secure creation of wire loops without any tools 
required. It features a reversed wire release 
mechanism, which requires a pull action to 
disengage, minimizing the risk of accidental 
release and enhancing safety in demanding 
environments. 

The body is finished with straight knurling that 
not only adds a visual appeal but also provides 
excellent grip for easy handling. Perfect for  
signage, acoustics, beams, display setups, or 
any application where quick loop adjustments 
and secure locking are essential.
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Loop grippers

Note: 
Always insert the wire through the hole of  
loop grippers with reversed wire release 
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Fork grippers are designed for secure suspension of 
acoustic and display panels, featuring an integrated 
steel clip for safe and reliable locking. It allows for fast, 
tool-free installation while maintaining a professional 
look. 

To ensure a proper fit, users should consider the  
material stiffness. Harder materials may require  
slightly thinner panels for optimal fit, while softer  
materials can be used up to the full fork gap size  
depending on the desired tightness.
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9-12T
	

Non-threaded grippers designed to integrate 
into slotted systems, such as lighting tracks 
or mounting rails. Featuring a clean cylindrical 
form with a precision-cut slit, it securely locks 
into place when inserted into a compatible slot. 
Choose between side- or bottom-exit solutions. 
Offering a stable yet tool-free solution for  
suspending lighting, signage, or decorative  
elements. 

Art. no. A mm B mm C mm D mm Wire Ø

9-18TD8 Ø8 21.5 1.5 4.5 1.0-1.2

9-12T Ø10 10 1.9 Ø7.5 1.0-1.2

9-18TD8
	

Track and rail grippers

A

B	
C

D

A

BC

D
	

Article 9-12T is more compact than 
9-18TD8 and allows the wire to pass 
straight through, exiting from the 
bottom.

Similar product: 9-78MM13T on page 49.

Applications
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A connector made to suspend 3 steel wires, 
usually onto a round shaped object, for proper 
balancing. Assemble it with a gripper for easy 
height adjustments or with a ceiling attachment 
for a fixed position to the ceiling.

Please note that wires in an angle exert greater 
force than vertical wires. Angles above 30° from 
the vertical position are not recommended. 
Read the safety information on our website 
before installation.

Art. no. A mm B mm Thread

46M13BL26 Ø15 25.5 M13x1

Multipoint suspension

A
	

B
	

Note:
Combine article 46M13BL26 with Ø4 mm 
ball-ending wires and the gripper 9-73MM13  
to automatically lock all three wires securely  
in place.

Applications
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(x3)	
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Grippers featuring a 180° joint, making it an  
excellent choice for angled wire suspension where 
directional flexibility is essential. Its design is suited 
for installations involving sloped ceilings, curved 
or tilted displays, circular lighting fixtures, acoustic 
panels, and other architectural elements that  
require precise alignment and adaptable  
positioning.

It is available in various sizes and with both male 
and female thread options.

Art. no. A mm B mm Thread Wire Ø

9-38V8MM6L8 39 Ø9 M6 male 1.0-1.2

9-38V8M4 37 Ø9 M4 female 1.0-1.2

9-78V8MM10P1 45 Ø10 M10x1 male 1.2-1.5

9-78V8M4 47 Ø10 M4 female 1.2-1.5

Gripper with a joint

B

A	

Note: 
The angle of the wire must be in the same direction 
as the gripper body. Otherwise, the joint may break 
due to stress.

A gripper with joint can also be used to suspend from an angled 
ceiling. See picture on page 47.	

Applications
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Pull grippers features a reverse wire release  
function, offering an added layer of safety by  
requiring a pull motion, rather than a push to  
release the wire. This mechanism reduces the 
chance of unintentional release, making it ideal  
for installations in public, high-traffic, or safety- 
sensitive environments. 

Perfect when adjustment of the wire is required 
from below the suspended object.

Art. no. A 
mm

B 
mm

C 
mm Thread Wire Ø

9-39UPDN 22 16 Ø10 M8x1 1.0-1.5

9-39UPDNMM6 22 16 Ø10 M6 1.0-1.5

9-39UPDNMM6LX 28 16 Ø10 M6 1.0-1.5

Pull gripper
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Note:
Release the wire by pulling the pin.

C
	

A A

Section A-A

A

Detail A Applications



45Technical Manual

T2
	

726M8P1

A A

Section A-AA

Detail A

A A

Section A-A

A

Detail A

9-39UPDN

A A

Section A-A

A

Detail A

14

14

3,5

10

10

1,2

28

9

412M8M6BL14

27120500T2F

411MM8BL10

9-38M4

712MM4L6

Title/Name, designation, material, dimension etc

2010-10-13

B

Checked byDrawn by
F

Article No./Reference

C

E

Revision note Signature

1

Quantity

Date

A

SheetMV-004

4

E

B

2

Scale

Itemref

D

Date

Edition

Checked

Approved by - date
F

File name

1

A

D

C

4

RevNo

3

MV

Suggestion to attach baffels in ceiling

14

14

3,5

10

10

1,2

28

9

412M8M6BL14

27120500T2F

411MM8BL10

9-38M4

712MM4L6

Title/Name, designation, material, dimension etc

2010-10-13

B

Checked byDrawn by
F

Article No./Reference

C

E

Revision note Signature

1

Quantity

Date

A

SheetMV-004

4

E

B

2

Scale

Itemref

D

Date

Edition

Checked

Approved by - date
F

File name

1

A

D

C

4

RevNo

3

MV

Suggestion to attach baffels in ceiling

412M10M6BL14
	

411MM10BL10
	

What to install?

2 3

1

How to install. The result.

Applications



46 Technical Manual

42T24M5L8H	

43M5WK
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412MM12M5BL9
	
T7D5
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Detail A
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1 How to install. 2 The result.

9-75MM8P1CK
	

A

Detail A

Installation examples

When suspending from an angle, the wire should always hang straight 
for stability and safety. A cap with a slit allows the wire to move freely, 
adapting to angled or uneven ceiling surfaces without stress on the  
suspension point. Designed for use with a wire with ball ending.

Angled

Installation examples
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412M13M6BL20
	

9-78V8MM13P1
	

T95
	

A gripper with joint can also be used to suspend objects from an 
angle. Ensure that the joint allows the gripper to hang straight down 
before applying the load.

A

Detail A

1 2

A

Detail A

A

Detail A

Installation examples

How to install. The result.

Angled
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Detail A
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Detail AA

Detail A
9-38MM5L12G
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T3
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Detail A

Unscrew the cap and press the pin to 
release the wire from the gripper.

Installation examples

1 How to install. 2 The result.

Increase installation safety in high-risk environments by using a  
gripper with a safety cap. Once assembled and fastened onto the 
threaded pin of the gripper, it blocks the pin from being activated. 
This minimizes the risk of the wire being unintentionally released.

Enhanced safety
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A

Detail A

A

Detail A

A

Detail A

9-78MM13T	

T3	

726M13P1	

Installation examples

1 2How to install. The result.

When suspending an object from a track, several solutions are 
available with adjustment at track height or the ceiling. There are 
grippers designed with a safety feature that allows you to lock the 
grippers position to the track by a nut.

Track and rail



50 Technical Manual

412M10M6BL14
	

45101560

6-007	

411MM10BL10
	

Add a transparent, 360° rotatable cable 
clip to make an elegant suspension. Attach 
the power cord to the steel wire of your 
multipoint suspension system and choose 
your design.

A

Detail A

A

Detail A

A

Detail A

A

Detail A

Art. no. Wire Ø

45101560 1.0 - 1.5

T2	

1 How to install. 2 The result.

Installation examples

Aesthetics
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Art. no. Wire Ø

45101560 1.0 - 1.5

412M10M6BL14	

Hanging objects with long wires can take a lot of time when you  
must pull the wire through the cap. Use a cap with a slit which makes 
installing even the longest wires quick and easy.

T2

411MM10BL10U

1 2How to install. The result.

Installation examples

Time saving
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T95	

43D30BL55WK
	

9-38M4
	

A canopy is a clever solution to conceal the hook or other  
accessories in the ceiling for an elegant installation.

Installation examples

1 How to install. 2 The result.

Ceiling canopy
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Use a safety wire to ensure secure handling during  
maintenance and provide fall protection. A safety wire  
can be customized according to your needs.

T95
	

7721
	

7721
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Detail A
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Detail A

A

Detail A

Installation examples

1 2How to install. The result.

T95
	

Safety wire
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1 2 3

To create a hanging point on a grid ceiling, use carrying rails for  
tool-free installation. Article 52-AP1 is delivered with premounted 
accessories, ensuring time-saving installations. The hook slides  
horizontally within the rail, allowing you to easily position your  
suspended product. 

To adjust the rail 
bracket, loosen 
the set screw 
using the included 
hex key.

The hanging point is easy to adjust in any direction when using carrying rails.

Lock the rail bracket 
in place by tightening 
the set screw again.

Fasten the hook at 
desired position.

A

Detail A

A

Detail A

A

Detail A

Installation examples

Carrying rail
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Add a snap hook with a safety latch to article 52-AP1, ensuring that 
the object stays fully locked without being unintentionally released in 
any environment. Article 52-AP1 is supplied with an extra nut inside 
the carrying rail.
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52-AP1
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Regular hookExtra nut

Assemble 717M4D2 
to extra nut.

Installation examples

1 2How to install. The result.

Carrying rail with snap hook

Replace regular 
hook with 717M4D2.
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